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NW E L D I N G  R E I M A G I NE D  X 
NOUVARC S5  
ASME SFA-5.17/SFA-5.17M EH14 

 UNS No: K11585 

 

   DESCRIPTION:  
 

 NOUVARC S5  Solid wire for submerged arc welding of medium and high tensile steels. 

  It is suitable for multi-pass welding and very good slag detachability also for narrow gap 
welding. 

 

   APPLICATION:  

 NOUVARC S5 is suitable for welding of various structural &Pressure vessel steels. 

 Main areas of applicable in shipbuilding, steel construction and in the fabrication of 
containers. 

 

   CHEMICAL COMPOSITION OF SOLID ELECTRODE (wt%) :  
 
 

ELEMENTS AWS SPEC TYPICAL 

Carbon (C) 0.10 - 0.20 0.12 

Manganese (Mn) 1.70 - 2.20 1.85 

Phosphorus (P) 0.03 Max. 0.010 

Sulphur (S) 0.03 Max. 0.008 

Silicon (Si)  0.10 Max. 0.04 

Copper (Cu) 0.35 Max. 0.12 
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NOUVARC S5  
ASME SFA-5.17/SFA-5.17M EH14 

 UNS No: K11585 

 

   RECOMMENDED WELDING TECHNIQUES:  
 

Current/Polarity : DCEP 
 
 

SIZE 
(mm) 

AMPERAGE 

(A) 

VOLTAGE 

(V) 

2.50 320-100 26-30 

3.20 350-450 28-30 

4..00 400-550 28-32 

5.00 550-650 28-32 

 

   PACKING:  
 
 

 

SIZE (mm) 

 

WINDING MODE 
 

PACKING MODE 

 

WEIGHT (kgs.) 

2.50 RING CORRUGATED BOX 25.0,30.0 

3.20 RING CORRUGATED BOX 25.0,30.0 

4.00 RING CORRUGATED BOX 25.0,30.0 

5.00 RING CORRUGATED BOX 25.0,30.0 

 

mailto:sales@nouveaux.in
http://www.nouveaux.in/

