
NOUVEHard 350LH 
 

DESIGNATION:                                                                                                 WELDING POSITION 

 Nouve Hard 350LH   

Medium heavy coated low hydrogen type electrode producing carbon chromium air hardening alloy 

weld metal. Deposited metal is machinable and resistant to moderate abrasion and heavy impact. 

FEATURES: 

• Excellent arc characteristics   • Low moisture reabsorption 

• Low spatter level     • Low smoke level 

• Quick and easy slag removal   • Radiography quality 

APPLICATIONS: 

1. Important applications are hard facing of mild steel and low alloy steel components, rollers, 

rail ends and crossing, couplings, shear blades, shaft, axles, pulleys, gear brake shoes, cold 

punching dies, conveyor parts etc. 

TYPE OF CURRENT: 

• Direct Current Electrode Positive (DCEP) 

RECOMMENDED WELDING TECHNIQUES: 

GENERAL: Electrode positive, work negative (DCEP) 

ARC LENGTH: Short arc 

STORAGE:  Re-dry electrodes to 250°C to 300°C for 1 hour before use. 

ALLOYS: 

 

ALLOYS 

Carbon (C), Manganese (Mn), Chromium (Cr) 

 

MECHANICAL PROPERTIES (As Welded): 

 

MECHANICAL TESTS TYPICAL 

Hardness (above 3rd layer) 36 HRC min. 

 

DIEMENSION, CURRENT CONDITION & PACKING DATA 
 

DIAMETER (IN) DIAMETER (MM) PACKAGE CURRENT CONDITION  
(DC+) Amps 

1/8 3.15 5 Kg 80-110 

5/32 4.0 5 Kg 90-130 

 


