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NWE L D I NG  R E I MAGI NE D  X 
NOUVE F2 
AWS SFA 5.17/5.17M 

F7A2 EM12K,F7AZ EL8 

 

 

 
 

   CHARACTERISTICS:  

 NOUVE F2 is an agglomerated fluoride,basic flux. 

 Metallurgical behavior: The behavior of Silicon and manganese is neutral.Therefore, it 

is suitable to be used along with wires containing relatively high manganese and 

silicon. 

 

 

   APPLICATIONS:  

 Major single and multi—layer welding of steel for low temperature service 

used in  off shore structures, chemical vessels and low temperature service 

equipment, Railway bridges and other structural fabrications.

  Slag is extremely easy to remove and bead appearance is excellent in  narrow 

gap welding of thick plates. 

 
 

   FLUX CHEMICAL COMPOSITION (%)  
 

Elements SiO2+ 
TiO2 

CaF2 AI2O3 + 
MnO 

CaO + 
MgO 

P S 

Actual 18-25 16-25 23-30 28-35 ≤0.08 ≤0.06 
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   MECHANICAL PROPERTIES OF DEPOSITED METAL  
 

Aws 
Classification 

Tensile 
Strength 

(Mpa) 

        Yield 

Strength 

(Mpa) 

Elongation 

(%) 

Impact 

Energy @ -

20˚C 
(J) 

Specification 490-660 400 min 22 min 27 min 

F7A2-EM12K 560 450 27 70.0 

 

Aws 
Classification 

Tensile 
Strength 

(Mpa) 

Yield 
Strength 

(Mpa) 

Elongation 

      (%) 

Impact 
Energy 

(J) 
Specification 490-660 400 min 22 min NR 

F7AZ-EL8 535 430 26 - 

 
   PRODUCT INFORMATION:  

 

Grain Size : 10-40 Mesh 

 
Redrying : 2 hours at 350 ± 50˚C 

   WELDING ESSENTIALS:  

 Moisture, rust and oil stains on the surface of the base metal must be removed 

before  welding. 

 

 After the flux bag is open the flux should be consumed as soon as possible. So that unused flux 
is not exposed to air for extended period of time. 

   PACKING:  
 
 

 

PACKING MODE 

 

WEIGHT (kgs.) 

HDPB 25.0 
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