(W)NOUVeaux

NOUVE F9

Item No: J-112
EN 760 -SAFB 3

KEY FEATURES:

> NOUVE F9 is an agglomerated flux designed for hard facing with cored wires or solid

wires.

> It is recommended for surfacing application especially with different unalloyed and

low alloyed SAW wires.

> Suitable DC for the reverse main used for Continuous casting roll, Cold roll, Work roll
and Carrying roller have good high temperature oxidation resistance and wear

resistance capability.

APPLICATIONS:

> Steel mill Roll rebuilding.
» Crane wheels, Cable sheaves.

> Spiral steel pipe, API pipe, Structural steels

FLUX CHEMICAL COMPOSITION (%)

Elements Si02+Ti02 Al203 + MnO | CaO + MgO CaF2 S P

Range 15-20 20-34 30-40 20 <0.02 | <0.03
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NOUVE F9

Item No: J-112
EN 760 - SAFB 3

PRODUCT INFORMATION:

Grain Size : 10-40 Mesh
Redrying : 2 hours at 350 + 50°C

Basicity Index  : 2.60

WELDING ESSENTIALS:

> Moisture, rust, and oil stains on the surface of the base metal must be clearly removed before
welding.

> After unpacking the welding flux, Please note take moisture-proof measures, use it up as
soon as possible, and do not leave unused welding flux in the air for a long time.

PACKING:

L 4914257220192
8 191 4257 222628

PACKING MODE WEIGHT (kgs.)
HDPB 25.0
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