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NOUVE T-Ti-2 
ASME SFA-5.16/SFA-5.16M ERTi-2 

UNS No:Ti  0120 

 

                                     

 

➢ NOUVE T- Ti-2 is a solid wire for TIG process available in bright finish, gives smooth 
flow, stable arc and spatter free under optimum welding conditions. It gives 
radiographic quality weld deposit for welding of pure Titanium Grade 2 type. Titanium 
requires a greater cleanliness and the use of auxiliary gas shielding to protect the molten 
puddle and cooling weld zone from atmospheric contamination.  

 

➢ Typical applications include for process equipment like pressure vessels, columns, 
tanks, heat exchangers, shafts, blowers, fans, condenser tubing,valves,fittings and pipe. 

➢ It has meets the needs of the navy, chemical industry, aeronautical and aerospace 
applications.  

 

      

      
 

 

 

 

 

 

 

 

 

 

 

 

WELD METAL ANALYSIS (%) AWS SPEC 
TYPICAL 

Carbon (C) 
0.03 max 0.02 

Hydrogen (H) 
0.008 max 0.005 

Iron (Fe) 
0.12 max 0.10 

Nitrogen (N) 
0.015 max 0.01 

Oxygen (O) 
0.08 – 0.16 0.10 

Titanium (Ti) 
- Balance 

DESCRIPTIONS: 

APPLICATIONS: 

CHEMICAL COMPOSITION OF FILLER METAL (wt%) : 
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Current/Polarity                        : DCEN 

Shielding Gas             :  100% Ar 

 

 
SIZE  

(mm) 
AMPERAGE  

(A) 
VOLTAGE  

(V) 
GAS FLOW 

RATE 

(lpm) 

1.6 x1000 80–110 13–16 10-15 

2.0 x1000 90–130 14-18 10-15 

2.4 x1000 120–175 15-20 10-15 

3.15 x1000 150-220 15-20 10-15 

 

 

 
 

 

SIZE (mm) 

 

 

PACKING MODE 

 

WEIGHT (kgs.) 

1.6x1000 TUBULAR PLASTIC BOX 5.0  

2.0 x1000 TUBULAR PLASTIC BOX 5.0  

2.4 x1000 TUBULAR PLASTIC BOX 5.0 

3.15 x1000 TUBULAR PLASTIC BOX 5.0 

 
 

RECOMMENDED WELDING TECHNIQUES: 

PACKING: 
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